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CONTRACT NO.68593

TOTAL | SHEET
F AT SECTIoN COUNTY  |SHEETS| MO,

24 | . WAODFORD | 12

AAAAAAAAAAA TO STA. VARIOUS

!
{FE. ROAD DIST. M0, 4 [ILLINOIS[FED, AID PROJECT

« D4 CONC MEDIAN REPAIR 2006

COMMITMENTS

NO COMMITMENTS HAVE BEEN MADE FOR THIS PROJECT.

GENERAL NOTES

MEDIAN REMOVAL SHALL BE DONE WITH JACKHAMMER METHOD FOR THE LENGTH

OF THE DECK. REMOVAL SHALL NOT EXTEND BEYOND THE BRIDGE JOINTS.
EXISTING REINFORCEMENT ANCHOR BARS JOINING THE MEDIAN TO THE DECK

SHALL BE CLEANED, STRAIGHTENED AND REMAIN, TO BE TIED ONTO NEW
EPOXY-COATED MEDIAN REINFORCEMENT.

MEDIAN CONCRETE SHALL BE CONSTRUCTED ACCORDING TO SECTION 503.17 OF
THE STANDARD SPECIFICATIONS AND REPLACED WITH SUPERSTRUCTURE, (BRIDGE
MIX). USING DIRECTIVES IN SECTION 503.19, APPLY PROTECTIVE COAT TO DECKS,
NEW MEDIANS, AND PARAPETS.
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